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The �� � ����  Field TestField TestField TestField Test system is designed to offer a complete shaft power measurement 
solution with Binsfeld Engineering�s     , a temporary torque measurement 
system. �� � ����  Field TestField TestField TestField Test is a specialized data acquisition software with powerful 
graphical tools and a USB acquisition module to measure torque and rpm (optional). 
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Timed AcquisitionTimed AcquisitionTimed AcquisitionTimed Acquisition mode 
for periodic data 
measurement and 
recording 
 

- Adjustable 
Acquisition (up to 5 
Hz) 

- Continuous 
acquisition mode, 
fixed number of 
sample mode 

 
 
 
 
 
High High High High Frequency Frequency Frequency Frequency 
AcquisitionAcquisitionAcquisitionAcquisition mode  
 

- 500 Hz frequency 
acquisition with 
frequency analysis  
tools (FFT) 

- Perfect for 
Torsional Vibration 
measurements 
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FEATURESFEATURESFEATURESFEATURES 
Graphical analysis  tools with: 

- Zooming and annotation 
tools 

- Image exportation 
- Graph color and scales 

customization 
 
Data exportation in Excel format 
    
    
    
OTFTOTFTOTFTOTFT    IIIINCLUDESNCLUDESNCLUDESNCLUDES        

- �� � ����  Field TestField TestField TestField Test Data 
acquisition software 

- USB-Serial converter 
- Printed and PDF manual 
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AVAILABLEAVAILABLEAVAILABLEAVAILABLE    OPTIONSOPTIONSOPTIONSOPTIONS    
�  Single shaft Single shaft Single shaft Single shaft RPM Acquisition ModuleRPM Acquisition ModuleRPM Acquisition ModuleRPM Acquisition Module�((((RPMRPMRPMRPM1111))))****    

Including single shaft acquisition module (1), rpm pickup with 30 ft of shielded cable 
(1) and magnetic pickup holder (1)  
* Required for calculation & real time display of single shaft RPM, torque and power 
 

�  Twin shaft RPM Acquisition ModuleTwin shaft RPM Acquisition ModuleTwin shaft RPM Acquisition ModuleTwin shaft RPM Acquisition Module�(RPM2)(RPM2)(RPM2)(RPM2)********    
Including twin shaft acquisition module (1), rpm pickups with 30 ft of shielded cable 
(2) and magnetic pickup holders (2) 
** Required for calculation & real time display of twin shaft RPM, torque and power 
 

�  Analog input addAnalog input addAnalog input addAnalog input add----on for Acquisition Moduleon for Acquisition Moduleon for Acquisition Moduleon for Acquisition Module�(AIN)(AIN)(AIN)(AIN)    
Add-on to acquisition module to accommodate one 4-20 mA analog input from 
various sensors (ex.: pressure). 

 

            


